
CINTAS TRANSPORTADORAS/TRANSPORT TAPESTRIES
LINIA DE 
PRODUCCIÓN 
BÁSICA 2200 
MM

MOD 2P MOD 1P

Characteristics

Independent transport tapestry 
Equipped with:felt tapestry with 16 divisions, control panel with 
two plugs to conect the machine, remote control, motorized 
roller and small exit tapestry 
Overall dimensions: total length 220 mm, width of the tapestry 
250 mm, adjustable height

Options

Speed variator
Electric sieve

Características

Tapiz de transporte independiente 
Equipado con : tapiz de fieltro con 16 divisiones, panel de 
control con dos enchufes para conectar las máquinas, mando a 
distancia, rodillo motorizado y pequeño tapiz de salida
Dimensiones generales: largo total 220 mm , ancho del tapiz 
250 mm,  altura regulable  

Opciones

Variador de velocidad
Cernedor eléctrico

200 Kg
0 - 2200 p/h

PESO/WEIGHT

PRODUCCIÓN

La línia de producción 
básica de 2200 mm permite 
tansportar las bolas de pan 
automaticamente de una 
máquina a otra. 
Existen dos módelos , la 
línea única ( transporta las 
bolas de 1 en 1 ) y la línea 
doble, (transporta las bolas 
de dos en dos)

The production basic line of 
2200 mm allows to transport 
the balls of bread 
automatically from one 
machine to another.
There are two models, the 
unic line ( It transports the 
balls one at a time) and de 
dobule line ( it transports the 
balls two by two)




